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Confi guring IP Settings
Using IP Settings window you can set IP address and 
DNS servers of the TV set. IP address can be either 
static or dynamic. Static means that the address that 
you know is given by the service supervisor. Also 
Subnet mask, Default Gateway and DNS Server’s IP 
addresses should be set correctly.

If the IP address is not known or if a specifi c IP is 
not used, you can select the Confi guration Status 
as Dynamic.
With this selection, all settings are taken from service 
supervisor and addresses are displayed on this 
menu.
IP address and DNS Server settings’ can be edited 
if Static is selected. If Dynamic is selected, these will 
not be available. 
To set an IP address please press RED and to change 
DNS servers please press YELLOW button.
To save and exit all settings, press BLUE button.
This menu is functional if an Internet connection is 
present and if the ethernet cable is plugged.
If a connection problem occurs or the TV does not 
connect to the Internet, menu screen will be displayed 
as above and all address lines will be blank.
To disable the connection, please select confi guration 
status as disabled.

Wi-Fi Settings (Optional)
Wi-Fi feature can be used for a wireless network 
connection (optional). The feature is used for 
infrastructure purposes only, such as connecting to 
the web, hbb sites and connecting with DLNA servers 
(optional). Select Wireless Device option to switch to 
Wireless Settings from Network Settings window.

Press GREEN button to switch to advanced mode 
and then press OK button to edit settings.
To enable Wi-Fi feature, profi les should be confi gured 
properly. Please plug in the Wi-Fi dongle to one of the 
USB ports (IMPORTANT: “Veezy 100” USB dongle is 
required to use wireless network feature. To use your 
TV with your wireless network, you need a “Veezy 
100” Wireless USB dongle.).
Press YELLOW button to scan wireless network 
from network settings menu. Afterwards available 
network list will be displayed. Please select your 
desired network from the list. If the selected network 
is protected with a password, please enter the correct 
key by using the virtual keyboard. You can use this 
keyboard via navigation buttons (Left/Right/Up/Down) 
and OK button on the remote control. Wait until the 
IP the address is shown on the screen.

This means that the connection is now established. 
To disconnect from a wireless network, you should 
highlight Confi guration Status and press OK.
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You can navigate between menu tabs by pressing left/
right buttons. The help bar on the bottom of the dialog 
shows features that you may use. Press BLUE button 
to check your internet connection speed.
You can check the signal strenght by using the network 
settings menu for the wireless device mode. 

Information
Configuration Status: Displays wi-fi status as 
connected or not connected.
IP Address: Displays the current IP address.
Network Name: Connected networks’ name will be 
displayed.

Delete Saved Wifi  Profi les
Saved profi les will be deleted if you press red button 
while wireless device selection osd is on the screen.

Connecting to your Cell Phone via WiFi 
(Optional)

If your cell phone has WiFi feature, you can connect • 
your cell phone to your TV by using WiFi connection 
via a router, in order to play content from your phone. 
For this, your cell phone must have an appropriate 
sharing software.
Connect to your router following the steps stated • 
above in the Wireless Connection section.
Afterwards, engage your cell phone with the router • 
and then activate sharing software on your cell 
phone. Then, select fi les that you would like to share 
with your TV.
If the connection is established correctly, you should • 
now access the shared fi les of your cell phone via 
the Media Browser of your TV.
Enter Media Browser menu and playback device • 
selection OSD will be displayed. Select your cell 
phone’s ident and press OK to continue.

Note: This feature may not be supported by some 
cell phones.

Confi guring Other Settings
To view general confi guration preferences, select 
Other Settings in the Settings menu and press OK 
button.

Operation
Press “• ” or “ ” buttons to select an item.
Use “• ” or “ ” button to set an option.
Press•  OK button to view a sub-menu.

Menu Timeout: Changes timeout duration for menu 
screens.
Scan Encrypted: When this setting is on, search 
process will locate the encrypted channels as well. If 
it is set as Off, encrypted channels will not be located 
in automatic search or manual search.
Blue Background: Activates or deactivates blue 
background system when the signal is weak or 
absent.
Software Upgrade: To ensure that your TV always 
has the most update information, you can use this 
setting. In order for the proper operation, please 
ensure that the TV is set to standby mode.
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You can enable or disable automatic upgrade by 
setting Automatic Scanning option. 
You can manually search for new software by 
selecting Scan for upgrade. 
Hard of Hearing: If the broadcaster enables any 
special signal concerning the audio, you can set this 
setting as On to receive such signals. 
Audio Description: Audio description refers to 
an additional narration track for blind and visually 
impaired viewers of visual media, including television 
and movies. The description narrator talks through 
the presentation, describing what is happening on the 
screen during the natural pauses in the audio (and 
sometimes during dialogue, if deemed necessary). 
You can use this feature, only if the broadcaster 
supports that additional narration track.
Auto TV Off: You can set the timeout value of auto off 
feature. After the timeout value is reached and the TV 
is not operated for selected time, the TV will go off. 
Standby Search (optional): Use “ ” or “ ” button 
to select Standby Search and then press “ ” or “

” button to set this setting as On or Off. If you 
change Standby Search to Off, this function will be 
unavailable.To use Standby Search please make sure 
that you select Standby Search as On.
To deactivate this feature, please set to “disabled”. 
While Store mode is enabled,Backlight will be set 
to maximum automatically. Auto TV off function will 
be invisible.

Other Features
Displaying TV Information: Programme Number, 
Programme Name, Sound Indicator, time, teletext,  
channel type and resolution information is displayed 
on the screen when a new programme is entered or 
“INFO” button is pressed. 
Mute Function: Press “ ” button to disable sound. 
Mute indicator will be displayed in the upper side of 
the screen. To cancel mute, there are two alternatives; 
the fi rst one is pressing the “ ” button and the second 
one is increasing the volume level.
Picture Mode Selection: By pressing PRESETS 
button, you can change Picture Mode settings in 
accordance with your viewing requirements. Available 
options are Dynamic, Natural, Cinema and Game.
Displaying Subtitles: You can enable subtitles by 
pressing the SUBTITLE button of the remote control. 
Press SUBTITLE button again to disable subtitle 
function.
If “Subtitle” is On, pressing the “TEXT” button causes 
the following warning message to be displayed on the 
screen (** for UK only)
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Digital Teletext
• Press the “ ” button.

The digital teletext information appears.• 
Operate it with the coloured buttons, cursor buttons • 
and OK button.

The operation method may differ depending on the 
contents of the digital teletext.
Follow the instructions displayed on digital teletext 
screen.

When Press “• OK” button or similar message appears 
on the screen, press the OK button.
When the “• ” button is pressed, the TV returns to 
television broadcasting.
With digital broadcasting (DVB), in addition to digital • 
teletext broadcasting together with the normal 
broadcasting, there are also channels with just digital 
teletext broadcasting.
The aspect ratio (picture shape) when watching • 
a channel with just digital teletext broadcasting is 
the same as the aspect ratio of the picture viewed 
previously.
When you press the “• ” button again, the digital 
teletext screen will be displayed.

Analogue Teletext
The teletext system transmits information such as 
news, sports and weather on your TV. Note that if the 
signal degrades, for example in poor/adverse weather 
conditions, some text errors may occur or the teletext 
mode may be aborted.
Teletext function buttons are listed below:
“TEXT” Teletext / Mix : Activates teletext mode when 
pressed once. Press again to place the teletext screen 
over the programme (mix). Pressing again will quit 
the teletext mode.
“RETURN” Index: Selects the teletext index page.
“INFO”Reveal: Shows hidden information (e.g. 
solutions of games).
“OK” Hold: Holds a text page when convenient. Press 
again to resume.
“ ”/“ ” Subcode Pages: Selects subcode pages if 
available when the teletext is activated. 
P+ / P- and numbers (0-9): Press to select a page.
Note: Most TV stations use code 100 for their index 
pages.

Coloured Buttons (RED/GREEN/YELLOW/
BLUE)
Your TV supports both FASTEXT and TOP text 
systems. When these systems are available, the 
pages are divided into groups or topics. When 
FASTEXT system is available, sections in a teletext 
page will become colour-coded and can be selected 
by pressing the coloured buttons. Press a coloured 
button that corresponds to with your needs. The 
coloured writings will appear, showing you which 
coloured buttons to use when TOP text transmission 
is present. Pressing “ ” or “ ” commands will request 
the next or previous page respec tively.

01_[GB]_MB70_IDTV_T2_GOLD11_5112UK_46965LED_100HZ_10077107_50216273.indd   3601_[GB]_MB70_IDTV_T2_GOLD11_5112UK_46965LED_100HZ_10077107_50216273.indd   36 28.02.2012   10:30:1228.02.2012   10:30:12



English   - 37 - Customer Helpline 0845 459 5282

Tips
Screen Care: Clean the screen with a dry, soft cloth. 
Do not use abrasive solvents as they may damage the 
coating layer of the TV screen. For your safety, unplug 
the mains plug when cleaning the set. When moving 
the TV, hold it properly from the bottom part.
Image Persistence: Please note that ghosting may 
occur while displaying a persistent image. LED TVs’ 
image persistence may disappear after a short time. 
Try turning off the TV for a while. 
To avoid this, do not leave the screen in still picture 
for extended periods.
No Power: If your TV system has no power, please 
check the main power cable and connection to the 
mains socket outlet.
Poor Picture: Have you selected the correct TV 
system? Is your TV set or house aerial located too 
close to a non-earthed audio equipment or neon 
lights, etc.? Mountains or high buildings can cause 
double pictures or ghost images. Sometimes you can 
improve the picture quality by changing the direction 
of the aerial. Is the picture or teletext unrecognisable? 
Check if you have entered the correct frequency. 
Please retune the channels. The picture quality may 
degrade when two peripherals are connected to the 
TV at the same time. In such a case, disconnect one 
of the peripherals.
No Picture: Is the aerial connected properly? Are the 
plugs connected tightly to the aerial socket? Is the 
aerial cable damaged? Are suitable plugs used to 
connect the aerial? If you are in doubt, consult your 
dealer. No Picture means that your TV is not receiving 
a transmission. Have you selected the correct button 
on the remote control? Try once more. Also make sure 
the correct input source has been selected.
Sound: You can not hear any sound. Did you perhaps 
mute the sound, pressing the  button? Sound is 
coming from only one of the speakers? Is the balance 
set to one  extreme? See Sound Menu.
Remote Control: Your TV no longer responds to the 
remote control. Perhaps the batteries are exhausted. 
If so you can still use the local buttons on the TV.
Input Sources: If you cannot select an input source, 
it is possible that no device is connected. Check 
the AV cables and connections if you have tried to 
connect a device/
Recording Unavailable: To record a programme, you 
should fi rst connect a USB disk to your TV while the 
TV is switched off. You should then switch on the TV to 
enable recording feature. Otherwise, recording feature 
will not be available. If you cannot perform recording, 
try switching off the TV and then re-inserting the USB 
device while the TV is switched off.

USB Is too Slow: If “USB is too slow” message is 
displayed on the screen while starting a recording, 
try restarting the recording. If you still get the same 
error, it is possible that your USB disk does not meet 
the speed requirements. Try connecting another 
USB disk.
Picture Breakup: If whilst watching DTV you 
experience picture or sound disruptions then please 
retune your TV using “First Time Installation” and 
make sure you select the correct region/transmitter 
when prompted by the “Choose Region” on screen 
message. Please note regional selection can only be 
made if “First time Installation” is used.
TV Switches Randomly to Stand-By: The TV by 
default will switch back to standby after 4 hours if the 
TV remote is not used, this is most likely to occur if you 
are you are using an external set-top box as a signal 
source or you are out of the TV room. This power 
saving feature can be switched off or the activation 
time extended or reduced via the menu “Settings-> 
Other Settings -> Auto TV OFF”. The TV will also 
return to stand-by if the aerial signal is lost for more 
than 5 minutes. 
Dark Picture: When the TV is fi rst switched on the 
back lights brightness is reduced, this is normal 
operation and the brightness will increase to the 
running level within a few minutes. Please note when 
“Backlight” is set to “Auto” the backlight brightness will 
change with picture content.
Wireless Network Not Available: Ensure that the 
firewalls of your network allows the TV wireless 
connection. Winstron DNUB-236 USB wifi  dongle 
should be plugged properly (if available). If the 
wireless network does not function properly, try 
using the wired network in your home. Refer to the 
Wired Connection section for more information on 
the process.
If the Net TV does not function, check the modem 
(router) fi rst. If the router does not have a problem, 
check the internet connection of your modem.
Connection is Slow: See the instruction book 
of your wireless modem to get information on the 
internal service area, connection speed, signal quality 
and other settings. You need to have a high speed 
connection for your modem.
Distruption during playback or slow reactions:
You could try the following in such a case: Keep 
at least three meters distance from microwave ovens, 
mobile telephones, bluetooth devices or any other 
Wi-Fi compatible devices. Try changing the active 
channel on the WLAN router.
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Appendix A: PC Input Typical Display Modes
The display has a maximum resolution of 1920 x 1200. The following table is an illustration of some of the 
typical video display modes.
Your TV may not support different resolutions. Supported resolution modes are listed below.
If you switch your PC to an unsupported mode, a warning OSD should appear on the screen giving you 15 
seconds to change back to your last setting.
Different graphics card and drivers allow for variable resolution support.
For the most compatible settings, we recommend you download the latest drivers for your graphics card. For 
more information, contact your PC manufacturer.

Index Resolution Frequency 
(Hz)

1 640x480p - VGA 59

2 640x480p - VGA 72

3 640x480p - VGA 75

4 640x480p - VGA 85

5 800x600p - SVGA 56

6 800x600p - SVGA 60

7 800x600p - SVGA 72

8 800x600p - SVGA 75

9 800x600p - SVGA 85

10 1024x768p - XGA 60

11 1024x768p - XGA 60

12 1024x768p - XGA 66

13 1024x768p - XGA 70
14 1024x768p - XGA 75
15 1024x768p - XGA 84
16 1152x864p 75
17 1280x1024p - SXGA 75
18 1280x1024p - SXGA 85
19 1280x1024p - SXGA 60
20 1280x768p - WXGA 59
21 1280x768p - WXGA 59
22 1280x768p - WXGA 74
23 1280x768p - WXGA 84
24 1280x960 - WXGA 60
25 1280x960p - WXGA 85
26 1360x768p - WXGA 60
27 1360x768p - WXGA 60
28 1400x1050p - SXGA+ 74
29 1600x1200p - UXGA 60
30 1920x1080p 59
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Appendix B: AV and HDMI Signal Compatibility (Input Signal Types)

 

Source Supported Signals Available

EXT-1

PAL 50/60 O

NTSC 60 O

RGB 50 O

RGB 60 O

EXT-2

PAL 50/60 O

NTSC 60 O

RGB 50 X

RGB 60 X

FAV 
(SIDE AV)

PAL 50/60 O

NTSC 60 O

YPbPr 

480I 60Hz O

480P 60Hz O

576I 50Hz O

576P 50Hz O

720P 50Hz O

720P 60Hz O

1080I 50Hz O

1080I 60Hz O

1080P 50Hz O

1080P 60Hz O

HDMI1
HDMI2
HDMI3
HDMI4

480I 60Hz O

480P 60Hz O

576I 50Hz O

576P 50Hz O

720P 50Hz O

720P 60Hz O

1080I 50Hz O

1080I 60Hz O

1080P 50Hz O

1080P 60Hz O

1080P 24Hz O

(X: Not Available, O: Available)
In some cases a signal on the LED TV may not be displayed properly. The problem may be an inconsistency with standards 
from the source equipment (DVD, Set-top box, etc. ). If you do experience such a problem please contact your dealer and 
also the manufacturer of the source equipment.
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Appendix C: Supported DVI Resolutions
When connecting devices to your TV’s connectors by using DVI converter cables (not supplied), you can refer 
to the following resolution information.

24Hz 25Hz 30Hz 50Hz 60Hz

480i

480p

576i

576p

720p

1080i

1080p

Appendix F: Supported File Formats for USB Mode

Supported Players

Player Stream Video Decoder (MSVD) Audio Decoder (MSAD)

Audio MP3 None MP3

Audio WAV/AIFF None-- LPCM

Windows Media
(optional)

WMA / ASF VC1 WMA

MPEG1 Program 
Stream MPEG-1 MPEG1 MP3, AC-3 and PCM

MPEG2 Program 
Stream MPEG-2 MPEG2 MP3, AC-3 and PCM

MPEG4 MPEG-4/H264 in 
MP4 container H264 and MPEG4 AAC

AVI XVID MPEG4vbn MP3, AC-3 and PCM

MKV MKV H264 and VC-1 MP3-AC-3,AAC
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Appendix D: Software Upgrade
• Your TV is capable of fi nding and updating new software upgrades over broadcast channels. 
• For broadcast channels search, theTV looks at the available channels stored in your settings. So before the 
software upgrade search, it is advised to auto search and update all available channels.

1) Software upgrade search via user interface
• It is possible to manually check if there is a new software upgrade for your TV set.
• Simply navigate on your main menu. Choose Settings and select Other Settings menu. In Other Settings 
navigate to the Software Upgrade item and press OK button to open Upgrade Options menu.
• In Upgrade Options menu select Scan for upgrade and press OK button.
• If a new upgrade is found, it starts to download the upgrade. A progress bar indicates the remaining download 
progress. When the download completes with success a message is displayed for reboot to activate new 
software. Press OK to continue with the reboot operation.
2) Background search and upgrade mode
• While TV is connected to Internet, in the background it searches for critical software upgrades. If a critical 
software upgrade is found it downloads the upgrade silently. When the download completes with success a 
message is
displayed for reboot operation to activate new software. Press OK to continue with the reboot operation.

3) 3.AM search and upgrade mode
• If Automatic scanning in Upgrade Options menu is enabled, the TV wakes up at 03:00 and searches 
broadcast channels for new software upgrade. If new software is found and downloaded successfully, with 
next power up TV opens with new software version.
Note on reboot operation: Reboot is the last step in software upgrade operation if download of new software 
is fi nished successfully. During reboot TV makes fi nal initializations. In the reboot sequence  the panel power 
is closed and front led indicates the activity with blinking. Around 5 minutes later TV restarts with new software 
activated.
• If your TV fails to restart in 10 minutes, unplug the power for 10 minutes and re-plug again.  The TV should 
open with the new software safely. If you still can not get TV working, please kindly repeat unplug and plug 
sequence a few more times. If your set still can not operate, please call the service personnel to fi x the 
problem for you.
Caution: While led is blinking during reboot do not unplug your TV’s power. Doing this may cause 
your TV not to re-open again and can only be fi xed by service personnel.
Manual Software Update
Ensure that the ethernet cable is connected to your TV. 
Menu -> Settings -> IP Settings -> Confi guration Status -> Connected
Go to Settings tab from the main menu and select Other Settings. Highlight Software Upgrade and press OK. 
Select Scan for Upgrade and press OK button. 
An OSD screen including the progress bar will be visible under the “Software upgrade” title.
A warning screen will be displayed on the screen, stating that the TV will be rebooted. Press OK button to 
fi nalize upgrade process and reboot TV.
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Specifi cations
TV BROADCASTING
PAL/SECAM B/G D/K K’ I/I’ L/L’
RECEIVING CHANNELS
VHF (BAND I/III)
UHF (BAND U)

HYPERBAND
NUMBER OF PRESET CHANNELS
10.000
CHANNEL INDICATOR
On Screen Display
RF AERIAL INPUT
75 Ohm (unbalanced)
OPERATING VOLTAGE
220-240V AC, 50 Hz.
AUDIO OUTPUT POWER (WRMS.) (10% THD) 
2 x 8
POWER CONSUMPTION (W)
135 W (max)
PANEL
46” wide screen
DIMENSIONS (mm)
DxLxH (With foot): 221 x 1103 x 701
Weight (Kg): 17,75
DxLxH (Without foot): 40 x 1103 x 671
Weight (Kg): 16,50

Digital Reception (DVB-T)
Transmission Standards:
DVB-T, MPEG2,DVB-T, MPEG4 HD
i. DEMODULATION

-Symbol rate: COFDM with 2K/8K FFT mode.• 
-Modulation: 16-QAM - 64-QAM FEC for all DVB • 
modes (automatically found) 
MHEG-5 ENGINE compliant with ISO/IEC 13522-5 • 
UK engine Profi le (UK only)
Object carousel support compliant with ISO/IEC • 
135818-6 and UK DTT profi le(UK only)
Frequency range: 474-850 MHz  for UK  models• 

ii. VIDEO
-H.264 (MPEG-4 part 10) main and high profi le level • 
4.1/MPEG-2 MP@HL video decoder. 
-HD display multi format capable (1080i, 720p, • 
576p)
-CVBS analogue output.(In HD channels, this will • 
not be available 

iii. AUDIO
-MPEG-1 layer I/II, MPEG-2 layer II, AAC, HEAAC, • 
AC3, E-AC3
-Sampling frequencies supported are 32, 44.1 & • 
48 kHz

Digital Reception (DVB-T2)
Demodulation

-QPSK, 16QAM, 64QAM, 256QAM with 1k, 2k, 4k,• 
8k, 16k, 32k FFT mode• 

Frequency Band
- UHF/ VHF• 

Channel BW
- 8 MHz /7MHz• 

Profi les
- MPEG-4 H.264/AVC HP@L 4.0, MP@L 4.0 (HD)• 
- H.264/AVC MP@L 3 .2, HP@L 3 .2 (SD)• 
- MPEG-2 MP@HL, MP@ML (SD)• 
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Important Instruction
For your own safety read following instruction carefully before attempting to connect this unit to the mains 
supply.

MAINS (AC) OPERATION
The wires in the mains lead are coloured in accordance with the following code :

IMPORTANT
As the colours of the wires in the mains lead of this appliance may not correspond with the coloured 
markings identifying the terminals in your plug, proceed as follows:
The wire which is coloured green and yellow must be connected to the terminal which is marked with 
the letter E, or by the earth symbol, or coloured green or green and yellow.
The wire which is coloured blue or black must be connected to the terminal which is marked with the 
letter N or coloured Black.
The wire which is coloured brown or red must be connected to the terminal which is marked with the 
letter L or coloured Red.
For continued protection against risk of fi re, replace only with same type and rating of fuse (ASTA 
approved 5A 250VAC fuse).

CAUTION
TO PREVENT ELECTRIC SHOCK DISCONNECT FROM THE MAINS BEFORE REMOVING 
COVER. NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE 
PERSONNEL.

SAFETY PRECAUTION
THIS EQUIPMENT MUST BE DISCONNECTED FROM THE MAINS WHEN NOT IN USE. DO NOT 
ALLOW THIS UNIT TO BE EXPOSED TO RAIN OR MOISTURE.

GREEN
&

YELLOW
(Earth)

(if there is earth cable)

FUSE

BROWN
(Live)BLUE

(Neutral)
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